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Please check the contents of this box immediately.
Note:  This intake system was Dyno-tested with an Injen filter and

Injen parts.  The use of any other filter or part will void the 
warranty and CARB exemption number.
Parts and accessories are available on line at “Injenonline.com

Note: Injen strongly recommends that this system be installed by a
professional mechanic.  

MR Technology 
“The World’s First Tuned air Intake System!”
Factory safe air/fuel ratio’s for Optimum performance

Patent# 7,359,795

Now equipped with “Air Fusion” Patent pending
“At Injen Technology, we didn’t copy the step down process, we

invented it!”                                                

Figure  1  Figure   2

Warning: Manufactures attempting to duplicate Injen’s  
patented process will now face legal action.

MR Technology Step down process: 
1- Calibration Method for Air Intake Tracts for Internal Combustion Engines.        

Covered under Patent# 7,359,795
2- Calibration Device for Air Intake Tracts for Internal Combustion Engines.

Published and patent pending
3- Calibration Method and Device for Air Intake Tracts having Air Fusion Inserts

Published and patent pending



Remove driver side plastic valence. Install the M6 stand off stud to the grommet and
push down. 

With a ratchet and 9/32” socket, loosen the clamp on
turbo.

Attach the rubber trim seal to the frame right under
the head light. This will prevent any rubbing or hitting
of the tube to that part of the frame.

With flat head screw driver, loosen clamp. Lift up and pull up the factory air box and remove
out of vehicle.

Stock box shown in this picture Pull out ram air elbow from air box.Disconnect MAF sensor harness and set aside.

Pull back the factory intake tube.

Remove the intake tube from the vehicle.

Use the factory grommet from the air box and positon
to hole closer to front of vehicle on frame.

Figure  3 Figure  4   Figure  5   
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Secure the bracket using provided M6 washer and nut. Tighten the remaining clamp using 8mm nut driver.

Attach the hydro shield to the air filter and install through
the bottom of the valence next to fog light. (if equipped)
Set on bottom under head light up side down.

Position the intake tube to the step hose and the
bracket to the stand off stud.

Install the step hose to the turbo and tighten the clamp
on turbo only 

Secure the intake tube using the factory M4 screws.

With T20 security bit loosen the 2 screws holding MAF
sensor.

With clamps provided, attach to the step hose.Carefully remove the MAF sensor.

Install the MAF sensor into the intake tube.

Install the intake tube into vehicle.

Tighten the nut using 10mm wrench. 

Figure  15   Figure  16   Figure  17   
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Re-connect the MAF sensor harness.

Make sure everything is tighten. Position for best possible fit.

Install the air filter to the tube and tighten using 8mm
nut driver. 

Re-install the front valence.

Figure  27  Figure  29   Figure  28  
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Congratulations! You have just completed the installation of this intake system.
Periodically, check the alignment of  the intake, normal wear and tear can cause
nuts and bolts to come loose.  Failure to check the alignment and adjust the
intake can cause damage that will void the warranty.

Figure  31   


